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Standards
IEC 61010-1

  MX-720  

Digital insulation tester

Description :  

Application: 

• Test of insulation resistance and continuity, measure DC and 
AC voltages.

• Triple insulation voltage test ranges: 200 MΩ/250 V, 200 MΩ/
500 V, 2 000 MΩ/1 000 V

• DC voltage: 1 - 1 000 V.
• AC voltage: 1 - 750 V.
• Continuity: operation resistance ≤ 35 Ω.

Features: 

• Impact resistant elastomeric shell.
• Continuity test.
• LCD display with backlight.
• Data hold.
• Zero adjustment: auto-adjustment.
• Auto-power off.
• Low battery indication;
• Dimensions: 200 x 92 x 50 mm.
• Weight: 700 g (with battery).
• Cat III 1000V

Composition :

• 2x test lead points (black & red).
• 1x crocodile test lead.
• 1x strap.
• Carrying case.
• Manual.

 

 

Network Type : LV  
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Ref. Display Battery Dimensions 
[mm]

Thickness 
[mm]

Width 
[mm]

Weight 
[kg]

Length 
[mm]

Continuity 
Test Category Operating 

Voltage AC
Operating 
Voltage DC

Storage 
Temperature

Operating 
Temperature

MX-720 LCD 6 piles 1,5 V 
(AA - LR03) 200 x 92 x 50 50 92 0,7 200 < 35 Ω CAT III 1 

000 V 1 - 750 V 1 - 1 000 V de -10°C à +60°C de 0°C à 40°C


